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- By Jerrold D. Wear and Newell D. Sanders

SUMMARY

The relation between knock limit end blend composition of
selected aviation fuel components individually blended with
virgin base and with alkylate was determined in & full-scale
air-cooled alrcraft-engine cylinder., TIn addition the follow-
ing correlations were examined:

(a) The knock-limited performance of & full-scale englne at
lean-mixture operation plotted against the knock-limited perform-
ance of the engilne at rich-mixture operation for a series of
fuels

(b) The knock-limited performance of & full-scale engine at
rich-mixture operation plotted against the knock-limited perform-
ance at rich-mixture operation of a small-scale engine for a
series of fuels

In each case the following methods of specifying the knock-
limited performance of the engine were investigated:

(1) Knock-limited indiceted meen effective prossure

(2) Percentage of S-4 plus 4 ml TEL per gallon in M-4 plus
4 ml TEL por gellon to glve an equal knock-limited indicated mean
effective pressure . .

(3) Ratio of indicated mean effective pressure of test fuel
to indicated mean effective pressurs of clear S-4 reference fuel,
all other conditions being the same.
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Results indicated that the knock-limited indicated mean effec-
tive pressures of the paraffinic fuels investigated, except the
nechexane blends et lesn mixtures for a spark advence of 20° B.T.C.,
followed the reciprocal blending equation provided thal the temper-
ature of the cylinder walls near the knocking zone was held con-
gtant. R o e - -

Percentage of S-4 reference fuel In M-4 reference fuel (both
fuels contalning 4 ml TEL/gal) for am equal knock-limited indicated
mean effective pressure of the parafiinlc fuela tected at a spark
advaence of- 20° B.T.C. gave ratings of the paraffinic fuels that
were independent of the type of engine used in these tests and of
the fuel-air ratio, -

INTRODUCTION

An investigation of the knock-limited blending characteris-
tics of aviation-fuel components 1s being conductad at the NACA
Cleveland lsboratory tu determine the extent of the applicabillty
of the reciprocal blending relation developed in reference 1.
This relation is as follows: ’

L ! + Ng + 35 + .
Imep ~(imep), ~ (imep)y " (imep)z

where

imep : knock-limited indlicated mean
effective pressure of- the fuel
blend

(imen)y, (imep),, (imep)z . . . knock-limited indicated mean
‘ effective pressures of compo-
nents 1, 2, 3, . . ., respec-~
tively, when individually
tested

Ny, No, Nz . . . mass fractions of components 1,
‘ o -2, 3, ..., réspectively, in
the fuel blend

The results of & preliminary investigation (reference 2) with
blends of a 62-octane paraffinic gascline and an aylation alkylate
and blenda of S and M reforence fuels indicated that the
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reciprocal blending relation derived in reference 1 i1s applicable
to blends of paraffinic fuels at rich mixtures, On the other hand,
“the relation was not applicable to lean-mixture data for paraf-
finic fuels and is prcbable that the disagreement may have
resulted from lmproper control of cylinder temperatures adjacent
to the knocking zonse.

The primary purpose of the 1lnvestigation reported is to
gtudy the blending characteristics of a number of ledded paraf-
Tinic aviation-fusel components in a full-scale alr-cooled englne
cylinder, A secondary purposs 1s to compare the following cor-
relations:

(a) The knock-limited performance of a full-scale engine at
lean-mixture operation plotted agalinst the knock-limited perform-
ance of the englne at rich-mixture operation for a series of
fuels o ' ; -

(b) The knock-limited performance of a full-scale engine at
rich-mixture operation plotted agalnst the knock-limited perforxrm-
ance at rich-mixture operation of a smsll-scale engins for a
series of fuels

In each case the following methods of specifying the knock-limited
performance of the englne were investigeted:

(1) Enock-limited indicated mean effective pressure
(2) Percentage of S~4 plus 4 ml TEL per gallon in M-4 plus

4 ml TEL per gallon to glve an equal knock-limited indicated mean
effective pressure

(3) Ratio of indicated mean effective pressure of test fuel
to indicsted mean effectlive pressure of clear S-4 reference fuel,
all other conditions being the sanme

Runs were made on a full-scale air-cooled cylinder; F-4 rabt-
ings were determined for most of the blends,

FUELS

The base fuels used in this lnvestigatlion were alkylate and
virgin base. The blending componsents were:
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Triptane (2,2,3-trimethylbutanse)
Hot-acid octane

Isopentane (2-methylbutane)
Diisopropyl (2,3-dimethylbutane)
Nechexane (2, Z-dimethylbutane)

The base fuels and all blending components contained 4 ml TEL per
gallon.

Triptane, hot-acid octane, lsopentane, diisopropyl, and
nechexane were individually blended with a virgin base stock and
tested at spark advences of 20° and 30° B,T.C. Triptane and hot-

acid octane were blended with alkylate and tested at a spark
advance of 20° B.T.C.

The following reference fuels were also Inveastligated at these
engine conditions to obtain the reference-fuel framework:;

S-4

S-4 plus 4 ml TEL per gellon:

50-percent S-4 and S50-percent M-4 both
leaded to 4 ml TEL per gallon

The triptane wes supplied by the General Motors Corporation.

APPARATUS AND PROCEDURE

An investigation was conducted with an R-2800 cylinder
mounted on & CUE crankcase., The apparatus was the same as
described in detail in reference 2, with the addition of a thermo-
couple embedded in the cylinder head gbhout one-sixteenth inch from
the cambustion-chamber wall et the exhaust end zone (fig. 1). The
knocking zone was assumed to coincide with the exhaust end zone.
An automatlc temperature regulator was attached to this thermo-
couple and controlled the cooling-air flow to maintaln the temper-
ature constant at the thermocouple,

The engine was operated at the following conditioms, which
were changed from the conditions in reference 2 to permlt a
greater percentage of triptane in base fuel to be tested:
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Compression rxatlo « . . v ¢ v ¢ 4 o 4 o a o v o 1 ¢ o o o o o« TJ7
Spark advance, deg B.T.C- .+ & v ¢« ¢ + v + ¢« ¢« &« &« ¢« « » 20 and 30
Engine spesd, rPm . « + ¢ o ¢+ 4 % 4« 4t « . 4 e v . s o s s« o 2000
Condition -of fuel-alr mixture . . . . + + « = . « + « Prevaporized
Inlet-mixture temperaturs, OF . . « &+ « ¢ v 4 ¢« ¢« « o« o o o« &+ o 240
Cooling-air temperature, OF . . . . . . . . . . 100 to 110

Cylinder-head temperature at exhaust end zone, F v . + « » « « 350

The temperature of the rear sPark-plug bushing varied from 375° to
4250 F.,

The test procedure was the same as the procedure described in
roference 2.

.-

RESULTS AND DISCUSSION

Mixture-response curves. - The mixture-response curves for
the reference fuels (S-4 and S50-percent S-4 plus 50-percent M-é),
base fuels, and blends of base fuels and blending agents are shown
in figure 2. The blends of base fuels and blending agents shown
contaln the maximum concentration of blending agents tested in
this Iinvestigation., Complete mixture-response curves were not
obtalned for blends of lower concentration.

The knock-limited performance of various blends of base fuels
with blending components at fuel-alr ratios of 0.067 and 0.10 is
summarized in table I. The performance values are given in terms
of knock-limited indicated msan effective pressure for two spark
gettings, -

The variation of knock-limited indicated mean effective
pressure with blend composition of blends of S-4 plus 4 ml TEL
per gallon with M-4 plus 4 ml TEL per gallon arc given in figure 3.
Interypolated mixture-response curves of blends of the same refer-~
ence fuels for intervals of S-percent concentration of S-4 are
shown in figure 4. The ordinate 1s a reciprocal scale and,
because the data in figure 3 fall on straight lines, the curves
are equally spaced. A curve of clear S-4 is also shown on this
figure. :

Relation of knock limit to blend composition.'- The varia-
tion of knock-~limited indicated mean effeotive pressure with
blend composition of several fuels 1s shown in figures 5 to 11,
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The ordinates are reciprocal gcales of knock-limited indicated mean
effective pressure end the absclssas are linear scalee of blend
composition expressed as percentage by weight. Data are plotted
from figure 2 and table I, With the exception of mnechexane at leen
mixtures for a spark advance of 20° B.T.C, (fig. 1l(a)), the data
can be represented by straight lines. :

Triptane., ~ Triptane is of speclal interest because 1t glves
the highest knock-limited performance of all the paraffinic fuels
tested. The knock-limited-mixture-response curves for purs trip-
tane plus 4 ml TEL per gallon at both apark settings are extrapo-
lated from data for blends with virgin base (fig. 2) as shown in
figure 12. The curves are equally spaced on a reciprocal ordinate
scale because the data in figure 5 fall on straight lines. The
performance of triptans is great]y depreciated by edvancing the
spark.

Correlation of knock ratings., -~ The assigned ratings for the
fuels studlied at spark advances of 20° and 30° B.T.C. and also the
F-4 ratings ere presented in table II. Ratings above 100
(expressed in terms of percentage S-4 with M-4) were estimated by
means of the straight-line extrapolations in figure 3. Similar
extrapolations were used to obtain F-4 ratings above 100.

The corrslations of indicated mean effectlive pressure rich
against indicated mean effective pressure lean (knock-limited
imep obtalned from the full-scals air-cooled cylinder at fuel-
alr ratios of 0.10 and 0.067, reepectively) (fig. 13(a)) and of
indicated mean effective pressure at F-4 conditions (knock-
limited imep obtained from an F-4 engine at a fuel-ailr retio of
0.11) against indicated mean effective pressure rich (fig. 14(a))
are good for a spark advance of 20° B,.T.C. The data points for
the various paraffins scatter, however, on either side of the
correlation line at a spark advance of 30° B,T.C. for indicated
mean effectlve pressure rich against indicated mean effective
pressure lean (fig. 13(b)). This line is established by the two
reference fuels, S-4 plus 4 ml TEL per gellon and the mixture of
50-percent S-4 and S0-percent M-4 both leaded to 4 ml THEL per
gallon. This result indicates that—as the meverity of engine
condltions was increased, the constancy of engline ratings of one
paraffin in terms of two other paraffins did not glways hold.
The Indicated mean effective pressure at F-4 condltlons against
indicated mean effectlve pressure rich also shows more deviation
from the correlation line as engine condltions were increased in
sevority (fig. 14(Db)).



NACA TN No. 1374 .

Ratings expressed as percentage S-4 in M-4 (both fuels con-
taining 4 mt TEL/gel) for egqual knock-limited indicated mean
effective pressure of the paraffinic fuels at a spark advance
of 20° B.T.C. show good correlation when full-scale engine lean-
mixbure performance 1is plotted egainst full-scale englne rich-
mixture operation (fig. 15). The correlation is also good when
full-scale engine rich-mixture operation at 20° B.T.C. is
plotted against the F-4 condition (fig. 16).

Ratings expressed as ratios of knock-limited indicated
mesn effective pressure of test fuel relative to indlcated
mean effective pressure of clear S-4 at either spark setting
are not as constant for rich againet lean-mixture operation
(fig.17) as they are for F-4 condition against rich-mixture
operation (fig. 18).

SUMMARY COF RESULTS

From an investigation of aviation fuel components 1ndi-

" vidually blended with virgin base and alkylate to determine the
relation between knock limit asnd blend composition and to com~
pare methods of correlating the knock-limited data, the following
results were obtalned:

1. The knock-limited indicated mean effective pressure of
the paraffinic fuels tested (with the exception of neohexane at
lean mixtures for a spark advance of 20° B.T.C.) followed the
reciprocal blending equation provided that the temperature of
the cylinder walls near the knocking zone was held constant.

2. Knock-limited performence expressed In terms of percent-
age S~-4 in M-4 (both fuels contain 4 ml TEL/gal) to give an
equal knock-limited indiceted mean effective pressure gave ratings
of the paraffinic fuels tested that correlated better than ratings
expressed by knock-limited indicated mean effective pressure or
ratio of indicated mean effective pressure of test fuel to the
indicated mean effective pressure of clear S-4 reference fuel.
Correlstion of ratings specified by ratio of indicated mean
effective pressure of test fuel to indicated mean eoffective pres-
sure of clear S-4 reference fuel was not as good as the other two
methods., : :
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3. Percentage of S-4 refervence fusl in M-4 reference fuel
(both fuels containing 4 ml TEL/gal) for an equal knock-limlted
indicated mean effective pressure of the paraffinic fuels tested
at a spark advance of 209 B.T.C. gave ratings of the paraffinic
fuels that were independent of the type of engine used in these
runs and-of the fuel-air ratio. However, the ratings were not
independent of the type of engline and the fuel-alr ratio when the
apark setting was increased_from.zoo to 500 B.T.C..

Flight Propulsion Research Laboratory,
National Advisory Committee for Aeronautlcs,
Cleveland, Ohio, June 4, 1947.
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TABLE I - KNOGK-LIMITED INDICATED MEAN EFFECTIVE PRESSURE OF BLENDS
© OF AVIATION FUEL COMPONENTS WITH BASE FUELS

fullescale air-cooled cylinder; compression ratio, 7.7; engine speed,

2000 rpm; inlet mixture temperature, £40° F; cylinder-head t

at exhaust end zone, 350° F., All fuels contained 4 ml TEL/g

ﬂ 23 d.v cemc.

:?erature

gar a Eange. ole
( t by welght) (peroent by weight] TUeI-alr Fatlo
percen y we el- r r percent by welght el-alr ratio
=T O 0,537 5,!3
o 3Bes 108 100 156
7243 2747 135 119 155
82.4 17.8 lses l44 174
90,0 10,0 196 1s9 204
95.0 540 218 e
ptane Virgin irgin
base
10,1 89. 159 128 175
20,0 80.0 177 140 201
30.2 69,8 199 169 225
39.8 60.2 221 182 256
- - oo - ww 206 - o - -
Hot=-acld | Virgin Virgin
octane base
10, . 155 124 170
2545 7445 171 134 186
39.9 60.1 1856 150 212
55.2 44.8 207 172 237
70,0 30.0 224 et EEE P
8043 19.7 246 comcven lcasccven |emvceaa
80,2 9.8 261 ——————— ettt fatetedndtes
Tasopentane | virgin sopentane |Virgin
base base
10,1 89.9 157 167 15.0 85.0 122 166
19.8 80.2 161 32.2 67.8 136 173
34.8 65,2 173 50,0 . 146 ——e -
42,4 57.6 179 o lecscones |ecacona
BIIsopropyy Virgin 'Virgin
base base
21,9 78el 173 Oe 131 174
3541 64.9 197 8l.2 150 199
54,8 45.2 221 44.8 166 222
70,0 30.0 253 31l.2 79 246
Neohexane rg rg
base | base
13.5 8€.5 161 Se 131 171
30e1 69,9 174 61l.5 145 ig8s8
45,1 S54.9 188 47.0 187 203
64,7 353 206 40,0 cmcmcacs 208
85.8 16.2 225 - j o
‘Wi ane [ NATIONAL ADViSORY
. . 212 COMMITTEE FOR AERONAUTICS
15.1 84,9 2256
25.1 749 244
333 6647 260
40,0 60.0 [
Hot-acld Hﬁylate
oct%g |
. 80.9 210
24.9 75.1 224
45.0 85.0 235
64,8 35.2 249
85,0 15.0 264
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TABLE II -~ COMPARISON OF KNOCK LIMITS OF 10 FUELS IN FULL-SCALE
AIR=COOLED CYLINDER AND F=4 ENGINE

ﬁ'or sach compound there are three rows of values: the first row 1s imep,
1b/sq in.j the second is percentage S-4 + 4 ml TEL/gal in M=4 + 4 ml
T!I./gal; and the third row is the ratlo of imep of test fuel go imep of
clear S~4, Compression ratio, 7.7; spark advance, 20° and 307 B.TeCe}
engine speed, 2000 rpmj inlet mixture temperature, 240° F; cylinder—head

temperature at exhaust end zone, 350° F]

NATIONAL ADVISORY
COMMITTEE FOR AERONAUTICS

- ruey Concen=- ~sc8]lé air=cooled ¢ er
tration engine Sp%rE advance, Spark advance,
of TEL (fuel=| 20° B,T,C 30° B,T.Ce

(ml/gel)f air Tuel-alr ratlo | ruel=alr ratlo

-f
ratio,|” 0,087 0.10 0. 087 0. 10
Oell) |
Triptane Py 8740 | %880 | 2700 9540 %rs0
(2,2,3-trimethyl- 123 128 124 123 131
butane) 4,84 5. 585 3.68 5,94 4,63
BITsopropyl 3 328 | 9560 | w388 Z47 | w350
(2,3=dimethyl- 109.5 |111.5 112 108 112
butane) 2,12 2,35 2,02 2,71 2,11
Hot-ac1d octane 4 8310 28l 345 a218 | ®%a2s
108 108 109 104 112
2,03 1.84 1.82 2,40 2,14
8«4 reference 4 233 244 268 198 239
fuel 100 100 100 100 100
. ’ 1.52 1. 60 1.41 2.20 1. 56
Neohexane 4 U243 255 256 270 264
(2,2=dimethyl= 102 98 98 109 105
butane) , 1,59 1.52 1.55 2,86 1,72
Isopentane 4 %210 | %243 | %240 %216 4520
(2-methylbutane) 96 99.5 95 103 o7
1,37 1.59 1,26 2,37 1,44
Alkylate 4 196 202 232
93,5 93,5 93,5
1.28 1,32 1,22
Virgin base stock 4 139 147 168 114 183
.5 78,5 76 72 74
0.91 0.96 0.87 1.25 1,00
BO-percent S-4 4 895 01 118 87 114
| + 80=percent M-4 50 50 50 50 50
0,61 0,68 0,62 0,955 0,745
S—-4 reference (o] 183 153 190 o1 153
1,00 1,00 1,00 1,00 1,00

‘Extrapolatcd from data for blends,

n)
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» A Intake valve F Thermocouple to measure
B Rear spark plug temperature of combustion-
C Exhaust valive chamber wall at exhaust
D Front spark plug end zone
) E Exhaust end zone G Piston

Figure |. - Approximate location of exhaust end zone.
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Knock-1imited imep, 1b/sq in, (reciprocal scale)
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Knock-1imited imep, 1b/sq in. (reciprocal scale)
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Figure 6. - Relation of Xnoek limit to composition of blends of triptane with alkylate
containing 4 ml TEL per gallon, Full-scale alr-cooled cylinder; compression ratio,
Te7; engine speed, 2000 rpm; %nlet mixture temperature , 240° r; eylinder-head temperg-
ture at exhaust end zone, 350° F; spark advance, 20° B.T.C.
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ratio, 7.7; engine speed, 2000 rpm; inlet mixture temperature, 240° ;; oylinder-head
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Knock-limited imep ratio at fuel-air ratio of 0,067
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